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Nissan GT-R High Flow Split Gamma Injector Set Kit 
Installation Guide

734-548-8677
support@nostrumshop.com

WARNING! PLEASE FOLLOW ALL WARNINGS AND INSTRUCTIONS FOUND IN YOUR VEHICLE OWNER’S 
MANUAL. THE FOLLOWING INSTRUCTIONS MUST BE READ AND FULLY UNDERSTOOD BEFORE 

BEGINNING INSTALLATION. FAILURE TO FOLLOW THESE INSTRUCTIONS MAY RESULT IN VEHICLE 
DAMAGE, PERSONAL INJURY, OR DEATH. IF THESE INSTRUCTIONS ARE NOT FULLY UNDERSTOOD, 

DO NOT ATTEMPT INSTALLATION. 
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NISSAN GT-R HIGH FLOW SPLIT GAMMA
INJECTOR SET INSTALLATION INSTRUCTIONS
PART #: L071-0352

1. Follow all OEM guidelines and instructions for removing your vehicle’s intake manifold, fuel rail and injectors.

2. Your Nostrum injector set includes 2 RED and 4 BLUE. The colored ring on each injector is important for installa-
tion orientation since these injectors are spray targeted. The image below indicates which injectors are designed 
for each cylinder; RED injectors are for cylinders 2 and 5, BLUE injectors are for cylinders 1,3,4 and 6. Ensure that the
orientation is correct. (Note that the fuel rail in the image below has been removed from the engine and is flipped 
over for injector installation)

3. Each injector has an alignment pin on it that will line up with the pin on the fuel rail. The alignment pin is located 
opposite of the electrical connector. You will know you have the correct colored injector in each spot because the 
pins line up in each instance.
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4. Align and reattach the clip that holds the injector in the fuel rail. Ensure that it is securely seated, and the injector 
is properly installed.

Check to make sure all injector electrical connectors are parallel to the fuel rail with the correct RED/BLUE 
orientation. Also note that orientation of the electrical connectors on each injector as shown below. 
(Fuel rail has been flipped back over with injectors installed, facing down in the same direction as it would on the 
engine) Follow all OEM guidelines and procedures for reinstalling your injectors, fuel rail and intake manifold.

Check to make sure all injector electrical connectors are parallel to the fuel rail with the correct RED/BLUE 
orientation. Also note that orientation of the electrical connectors on each injector as shown below. (Fuel rail has 
been flipped back over with injectors installed, facing down in the same direction as it would on the engine)
Follow all OEM guidelines and procedures for reinstalling your injectors, fuel rail and intake manifold.

A

A


